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TITLE 

INTERCHANGEABLE LOCALIZING DEVICES FOR USE WITH TRACKING 

SYSTEMS 

RELATED APPLICATIONS 
[01] This application claims the benefit of provisional application Serial No. 
60/426,314, filed November 14, 2002, the disclosure of which is hereby incorporated 
in its entirety. 

BACKGROUND OF THE INVENTION 
[02] The present invention relates to a system and method for tracking localizers. 
More particularly, certain embodiments of the present invention relate to an 
electromagnetic tracking system and apparatus used for tracking surgical instruments. 

[03] During surgical operations, it is beneficial to be able to track the direction and 
progress of a surgical instrument, such as a drill bit or screw, into a patient's body in 
order to ensure that the instrument is directed into the appropriate point in the body. 
Therefore, surgical tracking systems have been developed that are able to monitor and 
display movement of a surgical instrument relative to an image of the area of the 
patient's body where surgery is to take place. The area of the patient's body where 
surgery is to take place is imaged using an imaging technology such as an X-ray, 
MRI, CT scan or any other appropriate imaging technology. The scanned images are 
stored in a computer system and are displayed on a screen during the surgical 
procedure. The tracking system includes localizing devices on the instrument and 
patient that communicate with the computer system. The computer system translates 
the location of the localizing devices onto the image to recreate the relative position of 
the instrument to the patient. 

[04] Surgeons are able to track and predict the position of the instrument within the 
patient's body by viewing the position of the instrument on the image, and thus 
accurately align the drill bit or screw into the targeted area of the patient's body. By 
being able to use surgical tracking surgeons are able to effectively use surgical tools 
without having to take numerous X-rays during surgery to follow the progress of the 
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surgical instalment. Therefore, operating room staff and patients are exposed to 
fewer X-rays for each surgical operation. Additionally, surgical tracking presents the 
potential for increased accuracy and improved surgical outcome. 

[05] There are two basic kinds of surgical tracking systems, optical tracking 
systems and electromagnetic tracking systems. Optical tracking systems use a 
number of emitters such as light emitting diodes (LEDs) or reflective spheres that are 
attached to the instruments. A camera system, also known as a digitizer, is used to 
track the positions of the emitters in space. The camera system is connected to the 
computer system which analyzes the positions of the emitters as recorded by the 
camera system to calculate the positions of the emitters, and thus the instruments, on 
the image. 

[06) Electromagnetic tracking systems use electromagnetic transmitters and 
receivers. The transmitter and receiver are in communication with the computer 
system. The transmitter generates an electromagnetic field and the receiver receives 
the field and generates signals to the computer based on the receiver's position in the 
electromagnetic field. The computer reads the signal from the receiver to calculate 
the position of the receiver relative to the transmitter. The transmitter is rigidly 
secured to the patient's body, by bone screws for example, proximate the area of the 
patient's body where surgery is to take place. A C-arm X-ray machine is connected to 
the computer system and takes at least one image of the area of the patient's body 
where surgery is to take place. The C-arm has a receiver that communicates with the 
transmitter and a calibration device that registers the position of the image relative to 
the C-arm. Thus, the computer system is able to calculate the position of points of the 
image relative to the transmitter. A surgical instrument has a receiver that 
communicates with the computer such that the computer calculates the receiver's 
position relative to the transmitter. The computer then calculates the position of the 
receiver relative to the image, and thus displays a representation of the instrument, 
properly positioned on the image based on these calculations. Alternatively, in some 
electromagnetic tracking systems, multiple transmitters and/or receivers are 
positioned relative to the instrument and the patient to track the instrument. 
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[07] In electromagnetic systems, there are typically restrictions on the distances 
apart that a transmitter and receiver must be placed in order to yield accurate relative 
position information. The transmitter and receiver typically must not be too close to 
one another (e.g., less than a few inches) or too far apart (more than about 18 inches). 
Additionally, the presence of devices that generate electromagnetic fields, such as an 
electric drill, can cause interference with the accurate functioning of the localizing 
system. Likewise, the presence of some metals, such as (Hose used in retractors, 
operating room tables or fluoroscopic C-arms, can cause interference that produces 
localizing errors. This interference is especially pronounced when the metal is in 
close proximity to either the transmitter or receiver, or anywhere in between them. 
This interference can be minimized by careful placement of the tracking devices 
relative to one another and to potential sources of interference. 

[08] The need to maintain the transmitter and the receiver in close proximity 
creates difficulties for certain procedures such as total knee surgery. Total knee 
surgery is an orthopedic procedure in which the articular cartilage of the knee is 
replaced with prosthetic metal and plastic components. In order to use surgical 
tracking in the placement of these prosthetic components, the transmitter typically 
needs to be attached proximate to the patient's knee. The proper positioning of the 
knee components typically requires that the joint centers of the hip, ankle and knee be 
collinear, defining the mechanical axis of the knee. One way to identify the joint 
centers is with x-ray images. However, when the C-arm X-ray machine is used to 
take images of the hip and ankle, and the transmitter is attached proximate the 
patient's knee, the distance between adjacent leg joints may be greater than the 
operating volume of the EM tracking system. Thus, the transmitter and receiver in the 
C-arm cannot effectively communicate such that the position of the transmitter 
relative to the image may be calculated. Therefore, images of the hip and ankle 
cannot be related to the surgical operation of the knee. 

[09] Additionally, other kinds of surgery may also involve distances too great to 
effectively use a conventional electromagnetic tracking system. In the repair of a 
fracture of the shaft of a long bone, a long rod (intramedullary rod or JM rod) is 
inserted down the central canal of the bone and rigidly holds the fracture fragments 
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together. A first step in this procedure is the drilling of a hole in one end of the bone 
(the insertion end) and then inserting a long rod (reduction tool) down the canal to 
bridge the fracture and align the fragments. A final step in the procedure is the 
insertion of transverse locking screws into the bone and through holes in the fiVi rod 
at the end opposite the insertion end of the bone. During this surgery, the range of 
positions for a tracking sensor can vary widely. The tracking sensor on the reduction 
tool may be located at the opposite end from the tool's tip such that, as the tool is first 
inserted into the bone, the tracking sensor may be as much as 50cm from the bone. 
During tracking of a drill to prepare the screw holes for the interlocking screws, the 
tracking sensor may be as much as 50cm from the insertion end of the bone. 
Therefore, the working range for the tracker approaches one meter. Typically, such a 
distance is too great for a conventional surgical tracking system, especially an 
electromagnetic tracking system. 

110] Other orthopaedic procedures may create similar difficulties for the surgical 
tracking system. Therefore, a need exists for an improved method and system for 
tracking the movement of an instrument relative to joints situated more than a certain 
distance from the area of surgery. 

BRIEF SUMMARY OF THE INVENTION 
111] Certain embodiments of the present invention include a system for tracking 
the position of an instrument relative to an area of interest. The system includes a 
first fixator secured to a first point along the area of interest. The first fixator is 
configured to carry first and second localizing devices. A second fixator is secured to 
a second point along the area of interest. The second .fixator is configured to carry the 
first localizing device. A third localizing device is positioned proximate a third point 
along the area of interest. The second point is located proximate the first and third 
points. The third localizing device commimicates with the first localizing device at 
the second fixator and the second localizing device at the first fixator communicates 
with the first localizing device at the second fixator such that the position of the 
second localizing device at the first fixator can be determined relative to the position 
of the third localizing device proximate the third point. The second localizing device 
is attachable to the instrument and the first localizing device is attachable to the first 
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fixator such that the first localizing device on the first fixator communicates with the 
second localizing device on the instrument in order that the position of the second 
localizing device on the instrument can be determined relative to the first localizing 
device on the first fixator and to the third localizing device proximate the third point. 

[12] Certain embodiments of the present invention include a system for 
electromagnetically tracking the position of a surgical instrument relative to an image 
of a patient's body. The system includes a C-arm positioned proximate a first point of 
the body. The C-arm includes an imaging device and an electromagnetic receiver. A 
first fixator is joined to the body at a second point proximate an area of interest. The 
first fixator is configured to carry an electromagnetic receiver and an electromagnetic 
transmitter. A second fixator is positioned at a third point of the body proximate the 
first and second points. The second fixator is configured to carry an electromagnetic 
transmitter. The imaging device takes an image of the body. The transmitter at the 
second fixator communicates with the receivers at the C-arm and the first fixator such 
that the position of the receiver at the first fixator can be determined relative to the 
position of the receiver on the C-arm and the image. The receiver at the first fixator is 
attachable to the surgical instrument and the transmitter at the second fixator is 
attachable to the first fixator such that the transmitter communicates with the receiver 
on the surgical instrument in order that the position of the receiver on the instrument 
can be determined relative to the transmitter on the first fixator and to the receiver at 
the C-arm and the image. 

[13] Certain embodiments of the present invention include a method for extending 
the operating range of a tracking system using localizing devices. The method 
includes connecting a first fixator carrying a first localizing device to a first point 
proximate an area of interest, connecting a second fixator carrying a second localizing 
device to a second point proximate the area of interest, and positioning a third 
localizing device at a third point with the second point being located proximate the 
first and third points. The method also includes communicating the first and third 
localizing devices with the second localizing device such that the position of the first 
localizing device relative to the third localizing device may be calculated. The 
method further includes removing the first localizing device from the first fixator and 
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attaching the first localizing device to an instrument proximate the area of interest and 
removing the second localizing device from the second fixator and attaching the 
second localizing device to the first fixator. The method further includes 
communicating the first and second localizing devices with each other such that the 
position of the first localizing device on the instalment relative to the third localizing 
device may be calculated. 

BRIEF DESCRIPTION OF SEVERAL VIEWS OF THE DRAWINGS 
[14] Figure 1 is an isometric view of a dual fixator formed according to an 
embodiment of the present invention. 

(15] Figure 2 is an isometric view of the dual fixator of Fig. 1 with both a 
transmitter and receiver affixed thereto formed according to an embodiment of the 
present invention. 

(16] Figure 3 is an isometric view of a soft tissue fixator formed according to an 
embodiment of the present invention. 

[17] Figure 4 is an isometric view of the dual fixator of Fig. 1 and the soft tissue 
fixator of Fig. 3 as used during a surgical operation. 

[18] Figure 5 is an isometric view of the dual fixator of Fig. 1 and the soft tissue 
fixator of Fig. 3 as used in connection with the reduction and fixation of a long bone 
with a soft fracture. 

[19] The foregoing summary, as well as the following detailed description of 
certain embodiments of the present invention, will be better understood when read in 
conjunction with the appended drawings. For the purpose of illustrating the 
invention, there is shown in the drawings, certain embodiments. It should be 
understood, however, that the present invention is not limited to the arrangements and 
instrumentality shown in the attached drawings. 

DETAILED DESCRIPTION OF THE INVENTION 
[20] Figure 1 is an isometric view of a dual fixator 10 formed according to an 
embodiment of the present invention. The dual fixator 10 includes a substrate shaped 
attachment block 14 that carries at least one bone screw 18 threaded therethrough. A 
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U-shaped clamp 26 is connected to an end of the attachment block 14 by a screw or 
bolt 30. The clamp 26 holds a carrier beam 22 that extends away from the attachment 
block 14. The carrier beam 22 may be rotatable about the screw 30 such that the 
carrier beam 22 is repositioned at various points relative to the attachment block 14. 

[21] The carrier beam 22 includes an L-shaped receiver block 34 connected thereto. 
The receiver block 34 is configured to receive and carry a localizing device such as an 
electromagnetic receiver (not shown) between a foot 38 and securing ledge 42. 
Alternatively, the component may be connected to the receiver block 34 by a different 
means. The carrier beam 22 also includes a cylindrical transmitter post 46 at an end 
opposite the attachment block 14. The transmitter post 46 has a spring lock 48 that is 
configured to engage and retain a localizing device, such as an electromagnetic 
transmitter (not shown), to the transmitter post 46. Alternatively, the component may 
be connected to the transmitter post 46 by a different means, such as a threaded 
connection. The transmitter post 46 and the receiver block 34 are in fixed and known 
positions relative to one another. 

122] Figure 2 is an isometric view of the dual fixator 10 of Fig. 1 with both a 
transmitter 50 and a receiver 54 affixed thereto. The transmitter 50 is connected to 
the transmitter post 46 by the spring lock 48, and the receiver 54 is snapably 
connected to the receiver block 34 along die foot 38 and securing. ledge 42 (Fig. 1). 
The transmitter 50 and receiver 54 are rigidly held in fixed positions relative to one 
another and, preferably, the relationship between these fixed positions is known prior 
to use, either by manufacture or calibration. Alternatively, the relationship may be 
determined at time of use through a calibration procedure in which the receiver 54 and 
the transmitter 50 are attached to the fixator 10 simultaneously or sequentially, and 
their relative positions determined. The transmitter 50 and the receiver 54 both have 
electrical cords 48 connecting them to a computer system (not shown). 

[23J Figure 3 is an isometric view of a soft tissue fixator 62 formed according to an 
embodiment of the present invention. The fixator 62 includes a flexible base 70 from 
which extends a cylindrical transmitter post 66. The transmitter post 66 includes a 
spring lock 74 in order that a localizing device, such as an electromagnetic transmitter 
(not shown), may be connected thereto. The fixator 62 includes flexible straps 78 that 

7 



BNSDOCtf}. <WO 20040467S4A2_I_> 



WO 2004/046754 



PCT/DS200J/036255 



extend from opposite ends of the flexible base 70. The straps 78 can be wrapped 
around a patient's limb and connected to each other such that the flexible base 70 is 
securely connected to the patient's limb. The straps 78 may be VELCRO ™, 
however, any other means of attaching the flexible base 70 to the patient may be used 
such as bone pins, elastic straps, skin adhesives, or skin staples. The transmitter is 
connected to the transmitter post 66 by the spring lock 74 such that the transmitter is 
secured to the fixator 62. Alternatively, the transmitter may be attached to an object 
near the patient, such as the operating table or another structure proximate the patient. 
Alternatively, any other means, including rigid fixation to the bone, that retains the 
transmitter relative to the patient may be employed. 

[24] Figure 4 is an isometric view of the dual fixator 10 of Fig. 1 and the soft tissue 
fixator 62 of Fig. 3 as used during total knee surgery. A patient 82 lies on an 
operating table 86. The fixator 10 is affixed to the patient's femur proximal the 
medial epicondyle of the distal femur and carries the receiver 54. The soft tissue 
fixator 62 is attached to the patient's thigh and carries the transmitter 50. A movable 
C-arm 90 is positioned above the patient 82. The C-arm 90 is connected to the 
computer system (not shown) and includes an^ imaging device 94 and a calibration 
target 95 containing calibration points (not shown) and a receiver (not shown). The 
imaging device 94 takes images of the patient, and computer analysis of the 
calibration points determine the position of points on the images relative to the 
receiver on the C-arm 90. 

[25] In operation, the transmitter 50 on the fixator 62 sends electromagnetic signals 
to the receiver 54 on the fixator 10 such that the transmitter 50 and the receiver 54 are 
in communication. The computer system analyzes the communications to calculate 
the position of the receiver 54 located at the distal femur relative to the transmitter 50 
located at the thigh. The C-arm 90 is positioned and the transmitter 50 on the fixator 
62 then sends electromagnetic signals to the receiver on the C-arm 90 such that the 
transmitter 50 and the receiver are in communication. The computer system analyzes 
the communications to calculate the position of the receiver relative to the transmitter 
50 located at the thigh. The imaging device 94 takes an image of the hip. The 
computer system then uses the calibration points to determine the position of the 
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points on the image relative to the C-arm 90. By performing mathematical 
calculations known in the art, the computer system is then able to calculate the 
position of points on the image relative to the transmitter 50. 

[26| The C-arm 90 is withdrawn and the transmitter 50 on the fixator 62 again 
communicates with the receiver 54 on the fixator 10 to recalculate the position of the 
receiver 54 relative to the transmitter 50. The first and second calculated relative 
positions of the transmitter 50 and the receiver 54 are compared. If the comparison 
indicates that the positions are different, or are different to a degree more than an 
acceptable or predetermined threshold, than the surgeon may assume that the fixator 
62 moved and that the accuracy of the position of the C-arm 90 relative to the 
transmitter 50 on the fixator 62 is questionable. Movement of the fixator 62 may be 
attributed to the transmitter 50 being engaged by the surgeon or the C-arm 90, by 
patient movement, or by an unstable attachment of the fixator 62 to the patient 82. 
Likewise, motion of the receiver 54 on the fixator 10, while less likely, can also cause 
a similar error. In case of such an error, the process should be repeated. When the 
first and second calculated relative positions of the transmitter 50 and the receiver 54 
are essentially the same, the surgeon may assume that the fixator 62 did not move 
relative to the bone. Thus, the surgeon has an accurate record of the position of the 
transmitter 50 relative to the C-arm 90 and the image. Using mathematical methods 
known in the art, the computer system can then calculate the position of the receiver 
54 relative to the C-arm 90 and the image of the hip. 

[27] The foregoing assumes that the C-arm 90 may interfere with the 
electromagnetic process of measuring the relative position of the receiver 54 to the 
transmitter 50. Therefore, the C-arm 90 is moved a sufficient distance from the 
transmitter 50 and receiver 54 so as not to interfere with the electromagnetic signals 
communicated therebetween. However, if the C-arm 90 is positioned, or is made of a 
material, such that it does not interfere with the signals, the positions of the C-arm 90 
and the receiver 54 relative to the transmitter 50 may be measured simultaneously. 
Therefore, first and second measurements need not be taken and compared, which 
saves time and money during the operation. 
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[28] After the image of the hip is taken, the receiver 54 is removed from the fixator 
10 and the transmitter 50 is attached to the fixator 10. The position of the transmitter 
50 on the fixator 10 relative to the receiver 54 on the fixator 10 is known or can be 
determined. By using mathematical methods known in the art, the computer system is 
then able to calculate the position of the C-arm 90 relative to the transmitter 50 on the 
fixator 10 at the knee. Thus the surgeon then has an image of the hip and knows 
where the hip is relative to the position of the transmitter 50 at the knee. 

[29] The process may be repeated again at the ankle during total knee surgery. The 
fixator 10 carries the receiver 54 and is secured to the tibia proximate the knee. The 
fixator 62 carries the transmitter 50 and is secured to the calf The C-arm 90 is 
positioned over the ankle and the position of the transmitter 50 relative to the receiver 
of the C-arm 90 and the receiver 54 of the fixator 10 is calculated. The C-arm 90 
acquires images of the ankle. The position of the transmitter 50 relative to the 
receiver 54 is again calculated to confirm the accuracy of the first calculated position. 
The computer system can then calculate the position of the C-arm 90 relative to the 
receiver 54 to determine the position of the image of the ankle relative to the receiver 
54. 

[30] Next, the transmitter 50 is connected to the fixator 10 positioned at the femur 
and the receiver 54 is connected to a second fixator 10 positioned at the tibia. The 
receiver 54 may be moved from one fixator 10 to the other; alternatively a separate 
receiver may be used. The position of the receiver 54 is then measured relative to the 
transmitter 50. The position of the receiver of the C-arm 90 is then measured relative 
to the transmitter 50. The imaging device 94 of the C-arm 90 then takes an image of 
the knee, including the proximal tibia and the distal femur. The position of the 
receiver 54 is then again calculated relative to the transmitter 50 to confirm the first 
measurement therebetween. The computer system then calculates the positions of the 
transmitter 50 and the receiver 54 relative to the image. Alternatively, separate 
images may be taken of the femur and the tibia with the position of a transmitter at 
each bone being calculated relative to the images. 

[31] Once all the images of the hip, ankle, and knee and their relative positions to 
the transmitter 50 are recorded with the computer system, the images may be used to 
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identify the joint centers. The center of the femoral head may be identified by 
locating points on the image that lie in the center of the circular femoral head. 
Alternatively, templates or other graphic or numerical techniques may be used to 
accurately find the center of the femoral head. Similarly, landmarks visible in the 
images may be used to enable the surgeon to identify and mark the center of the knee 
and ankle joints. Alternatively, other non-imaging methods may be used to determine 
the center of any of the joints. For example, the femur may be moved through a range 
of motion at the hip joint, while the system tracks the position of a sensor mounted to 
the femur, and the joint center of the hip is defined as the center of the sphere segment 
defined by sensor motion. Similarly, kinematic methods may be used to identify the 
centers of the knee or ankle, or the surgeon may touch external landmarks with a 
probe (e.g., medial and lateral malleouhis of the ankle) in order to locate the joint 
centers. 

[32] Once the joint centers are identified and the mechanical axis of the leg 
defined, cuts in the femur and tibia may be defined and executed to accommodate the 
total knee components. These are preferably performed with the transmitter 50 placed 
on the fixator 10 of the bone being resected and the receiver 54 connected to the 
cutting block or other instrument being employed. The receiver 54 may be moved 
from the fixator 10 to the instrument; alternatively a separate receiver may be used. 
Thus, with the transmitter 50 and receiver 54 in electromagnetic communication, the 
computer system is able to track the movements of the instrument relative to the 
transmitter 50. Because the position of the transmitter 50 has been calculated relative 
to. the images of the hip, ankle and knee, the position of the instrument may also be 
calculated relative to the images of the hip, ankle, and knee. The computer system 
then recreates the position of the instrument on the images such that the surgeon may 
visually track the instrument relative to any points on the images of the hip, ankle, and 
knee. 

[33] In an alternative embodiment, kinematic analysis of the knee can be performed 
with a transmitter 50 on the femur and a receiver 54 on the tibia, or vice versa. The 
surgeon places the knee through a range of motion and applies stresses to the joint 
while the tracking device records accurate position data for both the femur and tibia. 
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This data can be analyzed by the computer system in order to better define depths of 
cuts, sizing of components, need for soft tissue adjustments, and the optimum 
positioning and orientation of the components relative to the images. 

[34] Figure 5 illustrates an alternative use for the system shown in Fig. 4. The 
procedure shown in Fig. 5 is the reduction and fixation of a long bone with a shaft 
fracture. Prior to placing an intramedullary rod down a fractured femur 1 12, a long 
reduction tool 98 is 'inserted down the shaft of the femur 112 for the purpose of 
bridging the fracture site and aligning the fragments. The reduction tool 98 has a 
handle 106 that carries a tracking receiver 54. As the tip of the reduction tool 98 is 
first inserted into a first end of the femur 112, the distance between a distal bone 
fragment 102 and the handle 106 of the reduction tool 98 can be over twice the length 
of the femur. 

[35] In order to track the reduction tool 98 relative to the distal bone fragment 102, 
the fixator 10 is attached to the distal fragment 102 as shown in Fig. 5. The 
transmitter 50 is connected to the fixator 10 and images are taken of the distal bone 
fragment 102 such that the position of the transmitter 50 relative to the image of the 
fragment 102 may be calculated. The transmitter 50 is then removed from the fixator 
10 and replaced by the receiver 54. The transmitter 50 is then connected to the fixator 
62 which is attached to the patient's thigh proximate the insertion site of the reduction 
tool 98. Alternatively, the transmitter 50 may be rigidly attached to the proximal bone 
fragment or any structure. A second receiver 54 is then attached to the reduction tool 
98 at the handle 106 and the reduction tool 98 is then inserted into the femur 112. 
Because the positions of the transmitter 50 on the fixator 10 and the receiver 54 on the 
fixator 10 are known relative to one another or may be determined, the computer 
system is able to calculate the position of the receiver 54 on the fixator 10 relative to 
the image. The position of the receiver 54 at the distal bone fragment 102 and the 
position of the receiver 54 on the reduction tool 98 are then simultaneously measured 
relative to the transmitter 50 at the fixator 62. 

[36] The computer system then calculates the position of the reduction tool 98 
relative to the image of the bone fragment 102. This information is recorded and 
shown on the image such that the surgeon may track the movement of the reduction 
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tool 98. Alternatively, additional receivers may be rigidly attached to other fragments 
and images may be taken of the fragments in order that the movement of the reduction 
tool 98 may be tracked relative to the other fragments. 

[37] While the foregoing describes an interchangeable localizing device system for 
accommodating surgical tracking over relatively large distances in total knee surgery 
and shaft fracture repair surgery, it should be understood that this system applies 
equally well to any procedure which involves similar distances. Additionally, if still 
greater distances than these may be involved, the distances may be accommodated by 
additional transmitters and/or receivers spaced apart over the additional distance and 
in communication with one another. Even without additional sensors, the longer 
distances may be accommodated by moving a transmitter and receiver pair 
sequentially among a series of rigidly placed dual fixators. Also, the method 
disclosed may use transmitters where receivers are used and receivers where 
transmitters are used. Further, while the foregoing describes the use of an 
electromagnetic transmitter and receiver, it should be noted that any tracking system 
may benefit from these techniques and apparatus. For example, emitters used in 
optical tracking systems may be interchangeably positioned along a surgical area of 
interest as described above in regard to the transmitters and receivers. 

[38] Alternatively, two instruments separated by large distance during surgery may 
be tracked relative to each other and an image. For example, one instrument may 
carry a first receiver and the other instrument may carry a second receiver. A 
transmitter may be positioned between the instruments with its position known (or its 
position may be determined) relative to an image of the surgical area of interest. The 
transmitter communicates with the receivers on the instruments and the computer 
system in order that a surgeon may track the positions of the instruments relative to 
each other and to the image. Again, localizers besides electromagnetic transmitters 
and receivers may be used in the alternative. 

[39] Alternatively, two instruments separated by a large distance during surgery 
may be tracked relative to each other and an image by use of at least two fixators. A 
first fixator is connected at a first point proximate an area of interest and carrying a 
receiver and a second .fixator is connected at a second point proximate the first point 
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and carrying a transmitter. A first instrument carries a receiver which cominunicates 
with the transmitter on the second fixator such that the position of the receiver on the 
first instrument can be determined relative to the transmitter. The transmitter 
communicates with the receiver on the first fixator in order that the position of the 
receiver on the first instrument can be determined relative to the position of the 
receiver at the first fixator. A second instrument carries a transmitter which 
communicates with the receiver on the first fixator in order that the position of the 
transmitter on the second instrument can be determined relative to the receiver on the 
first fixator and to the position of the receiver on the first instrument. 

[40) Alternatively, in the example of the two instalments and two fixators, the first 
fixator connected at the first point may be configured to carry a transmitter and a first 
receiver with the positions of the transmitter and the first receiver on the first fixator 
being fixed and known relative to one another. The second iixator may be configured 
to carry the transmitter and the first instrument, may carry a second receiver that 
communicates with the transmitter on the second fixator in order that the position of 
the second receiver can be determined relative to the transmitter. The transmitter in 
turn communicates with the first receiver on the first fixator such that the position of 
the second receiver on the first instrument can be determined relative to the position 
of the first receiver on the first fixator. The second instrument may be configured to 
carry a third receiver that communicates with the transmitter on the first fixator in 
order that the position of the third receiver on the second instrument can be 
determined relative to the transmitter on the first fixator and thus to the position of the 
second receiver on the first instrument. 

[41] While the invention has been described with reference to certain 
embodiments, it will be understood by those skilled in the art that various changes 
may be made and equivalents may be substituted without departing from the scope of 
the invention. In addition, many modifications may be made to adapt a particular 
situation or material to the teachings of the invention without departing from its 
scope. Therefore, it is intended that the invention not be limited to the particular 
embodiment disclosed, but that the invention will include all embodiments falling 
within the scope of the appended claims. 
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CLAIMS 

1. A system for tracking the position of an instrument relative to an area 
of interest, comprising: 

a first fixator secured to a first point along said area of interest, said first 
fixator being configured to cany first and second localizing devices; 

a second fixator secured to a second point along said area of- interest, said 
second fixator being configured to carry said first localizing device; and 

a third localizing device positioned proximate a third point along said area of 
interest, said second point being located proximate said first and third points, said 
third localizing device communicating with said first localizing device at said second 
fixator and said second localizing device at said first fixator communicating with said 
first localizing device at said second fixator such that the position of said second 
localizing device at said first fixator can be determined relative to the position of said 
third localizing device proximate said third point, said second localizing device at said 
first fixator being attachable to said instrument and said first localizing device at said 
second fixator being attachable to said first fixator such that said first localizing 
device on said first fixator communicates with said second localizing device on said 
instrument in order that the position of said second localizing device on said 
instrument can be determined relative to said first localizing device on said first 
fixator and to said third localizing device proximate said third point. 

2. The system of claim 1, wherein said first localizing device is an 
electromagnetic transmitter and said second and third localizing devices are 
electromagnetic receivers. 

3. The system of claim 1, wherein said first, second, and third localizing 
device are emitters for use in an optical tracking system. 

4. The system of claim 1, further comprising a computer system that 
monitors the communications between said first, second, and third localizing devices 
and calculates their relative positions. 
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5. The system of claim 1, wherein additional localizing devices may be 
positioned about said area of interest. 

6. The system of claim I, further comprising a C-arm having an imaging 
device and said third localizing device and being positioned proximate said third 
point, said imaging device taking an image of said area of interest, said third 
localizing device communicating with said first localizing device such that the 
positions of said first and second localizing devices can be determined relative to said 
image. 

7. The system of claim 1, wherein said first fixator is rigidly secured to a 
patient's body by bone screws and is configured to carry an electromagnetic 
transmitter and an electromagnetic receiver. 

8. The system of claim 1, wherein said second fixator is secured to a 
patient's body by connectable strap and is configured to carry an electromagnetic 
transmitter. 

9. A system for localizing instruments relative to a patient's bone 
comprising: 

an electromagnetic localizing device with an electromagnetic field transmitter 
and an electromagnetic field receiver; 

a fixator for attaching to bone, said fixator being capable of attaching a 
transmitter and receiver in a fixed and known position relative to one another; 

a first surgical instrument with an attached transmitter; 

a second surgical instrument with an attached receiver; 

means for detennining the position of the first surgical instrument relative to 
the fixator with an attached transmitter; 

means for determining the position of the second surgical instrument relative 
to the fixator with an attached receiver; and 
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means for calculating the position of the first surgical instrument relative to 
the second surgical instrument. 

10. A system for electromagnetically tracking the position of a surgical 
instrument relative to an image of a patient's body, comprising: 

a C-arm positioned proximate a first point of said body, said C-arm including 
an imaging device and an electromagnetic receiver, said imaging device taking an 
image of said body; 

a first fixator joined to said body at a second point proximate an area of 
interest, said first fixator being configured to carry an electromagnetic receiver and an 
electromagnetic transmitter; and 

a second fixator positioned at a third point of said body proximate said first 
and second points, said second fixator configured to carry an electromagnetic 
transmitter, said transmitter at said second fixator communicating with said receivers 
at said C-arm and said first fixator such that the position of said receiver at said first 
fixator can be determined relative to the position of said receiver on said C-arm and 
said image, said receiver at said first fixator being attachable to said surgical 
instrument and said transmitter at said second fixator being attachable to said first 
fixator such that said transmitter communicates with said receiver on said surgical 
instrument in order that the position of said receiver on said instrument can be 
determined relative to said transmitter on said first fixator and to said receiver at said 
C-arm and said image. 

11- The system of claim 10, further comprising a computer system that 
monitors the communications between said transmitter and said receivers and 
calculates their relative positions to each other. 

12. The system of claim 10, wherein the position of said transmitter on 
said first fixator can be determined relative to the position of said receiver on said first 
fixator in order that the position of said transmitter on said first fixator relative to said 
receiver at said C-arm may be determined. 
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13. The system of claim 10, wherein additional transmitters and receivers 
maybe positioned about said patient to communicate with each other. 

14. The system of claim 10, wherein said C-arm calibrates the position of 
the receiver at said C-arm relative to the image such that when said transmitter 
communicates with said receiver at said C-arm, the position of said transmitter 
relative said image may be calculated. 

15. The system of claim 10, wherein said first fixator is rigidly secured to 
the patient's body by bone screws. 

16. The system of claim 10, wherein said second fixator comprises a post 
and lock spring for securing said transmitter thereto and cormectable straps for 
externally securing said second fixator to the patient's body. 

17. The system of claim 10, wherein said first fixator comprises a post and 
lock sprmg for securing said transmitter thereto and a connection block for securing 
said receiver thereto. 

1 8. A method for extending the operating range of a tracking system using 
localizing devices, comprising: 

connecting a first fixator carrying a first localizing device to a first point 
proximate an area of interest; 

connecting a second fixator carrying a second localizing device to a second 
point proximate the area of interest; 

positioning a third localizing device at a third point, said second point being 
located proximate said first and third points; 

providing said first and third localizing devices in communication with said 
second localizing device such that the position of said first localizing device relative 
to said third localizing device may be calculated; 

removing said first localizing device from said first fixator and attaching said 
first localizing device to an instrument proximate said area of interest; 

removing said second localizing device from said second fixator and attaching 
said second localizing device to said first fixator; and 
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providing said first and second localizing devices in communication with each 
other such that the position of said Hist localizing device on said instrument relative to 
said third localizing device may be calculated. 

19. The method of claim 18, wherein said first and third localizing devices 
are electromagnetic receivers and said second localizing device is an electromagnetic 
transmitter. 

• »• . 

20. A method for extending the spatial operating range of an 
electromagnetic localizing system comprising the steps of: 

providing a first surgical instrument with an attached receiver; 

providing a second surgical instalment with an attached transmitter; 

providing a fixator to which a receiver and a transmitter attach; 

calculating the position of a receiver attached to the fixator relative to a 
transmitter attached to the fixator; 

attaching a receiver to the fixator; 

determining the position of the first surgical instrument relative to the receiver 
attached to the fixator; 

removing the receiver from the fixator; 

attaching a transmitter to the fixator; 

determining the position of the second surgical instrument relative to the 
transmitter attached to the fixator; and 

calculating the position of the first surgical instrument relative to the second. 

21. A system for extending the operating range of a tracking system using 
localizing devices, comprising: 
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a first fixator connected to a first point proximate an area of interest, said first 
fixator being configured to carry a first localizing device; 

a second fixator at a second point and proximate said first point, said second 
fixator being configured to carry a second localizing device; 

a first instalment configured to carry a third localizing device, and said third 
localizing device on said first instrument communicating with said second localizing 
device at said second fixator in order that the position of said third localizing device 
can be determined relative to said second localizing device, said second localizing 
device communicating with said first localizing device at said first fixator in order 
that the position of said third localizing device on said first instrument can be 
determined relative to the position of said first localizing device at said first fixator; 
and 

a second instalment configured to carry a fourth localizing device, said fourth 
localizing device communicating with said first localizing device at said first fixator 
in order that the position of said fourth localizing device on said second instrument 
can be determined relative to said first localizing device on said first fixator and to the 
position of said third localizing device on said first instrument. 

22. A system for extending the operating range of a tracking system using 
localizing devices, comprising: 

a first fixator connected to a first point proximate an area of interest, said first 
fixator being configured to carry first and second localizing devices, such that the 
positions of said first and second localizing devices on said first fixator are fixed and 
known relative to one another; 

a second fixator at a second point proximate said first point, said second 
fixator being configured to carry said second localizing device; 

a first instrument configured to carry a third localizing device, said third 
localizing device cornmunicating with said second localizing device on said second 
fixator in order that the position of said third localizing device can be detennined 
relative to said second localizing device, said second localizing device 
communicating with said first localizing device on said first fixator such that the 
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position of said third localizing device on said first instrument can be determined 
relative to the position of said first localizing device on said first fixator; and 

a second instrument configured to carry a fourth localizing device, said fourth 
localizing device communicating with said second localizing device at said first 
fixator in order that the position of said fourth localizing device on said second 
instalment can be determined relative to said second localizing device on said first 
fixator; and such that the position of said fourth localizing device on said second 
instrument can be determined relative to said position of the third localizing device on 
said first instrument. 

23. The system of claim 22, wherein said second localizing device is an 
electromagnetic transmitter and said first, third and fourth localizing devices are 
electromagnetic receivers. 

24. The system of claim 22, wherein said first instrument carrying said 
third localizing device is a C-arm having an imaging device and being positioned 
proximate said first point, said imaging device taking an image proximate said first 
point such that the position of said second localizing device at said first fixator can be 
determined relative to said image. 

25. The system of claim 22, wherein said second instrument is a C-arm 
having an imaging device and being positioned proximate said second point, said 
imaging device talcing an image proximate said second point, said fourth localizing 
device communicating with said second localizing device such that the position of 
said second localizing device at said first fixator can be determined relative to said 
image. 

26. The system of claim 22, wherein said first, second, third, and fourth 
localizing device are emitters for use in an optical tracking system. 

27. The system of claim 22, further comprising a computer system that 
monitors the communications between said first, second, third, and fourth localizing 
devices and calculates their relative positions. 
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28. The system of claim 22, wherein additional localizing devices may be 
positioned about said area of interest. 

29. The system of claim 22, wherein said first fixator is rigidly secured to a 
patient's body by bone screws and is configured to carry an electromagnetic 
transmitter and an electromagnetic receiver. 

30. The system of claim 22, wherein said second fixator is secured to a 
patient's body by connectable strap and is configured to carry an electromagnetic 
transmitter. 

3 1 . The system of claim 22, wherein said known relationship between said 
first and second localizing devices at said first fixator is determined by manufacture 
of said first fixator. 

32. The system of claim 22, wherein said known relationship between said 
first and second localizing devices at said first fixator is determined by a calibration 
procedure. 

33. A fixator for use with a surgical tracking system, comprising: 
a means for attaching a first localizing device; and 

a means for attaching a second localizing device such that the first localizing 
device is held in a fixed and known relationship to the second localizing device. 

34. The fixator of claim 33, wherein said known relationship between said 
first and second localizing devices at said fixator is determined by manufacture. 

35. The fixator of claim 33, wherein said known relationship between said 
first and second localizing devices at said fixator is determined by a calibration 
procedure. 

36. The system of claim 35, wherein said calibration procedure comprises 
the calculation of the positions of said first and second localizing devices by a surgical 
tracking system. 
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37. A system for localizing instruments relative to a patient's bone, 
comprising: 

a fixator for attaching to bone, said fixator being configured to cany a 
transmitter and receiver in a fixed and known position relative to one another; 
a first surgical instrument with an attached receiver; 
a second surgical instrument with an attached receiver; 

means for determining the position of the first surgical instrument relative to 
said fixator with an attached transmitter; 

means for determining the position of the second surgical instrument relative 
to the fixator with an attached receiver; and 

means for calculating the position of the first surgical instrument relative to 
the second surgical instrument. 

38. The system of claim 37 wherein said means for determining the 
position of the second surgical instrument relative to said fixator comprises a second 
fixator with a transmitter, said transmitter in communication with said receiver 
attached to said second surgical instrument and with a receiver attached to said first 
fixator. 

39. A method for extending the spatial operating range of an 
electromagnetic localizing system comprising the steps of: 

providing an electromagnetic localizing device with an electromagnetic 
transmitter and receiver; 

providing a first surgical instrument with an attached receiver; 

providing a second surgical instrument with an attached receiver; 

providing a fixator to which a receiver and a transmitter attach; 

detennining the position of a receiver attached to the fixator relative to a 
transmitter attached to the fixator; 

attaching a receiver to the fixator; 

determining the position of said first surgical instrument relative to said 
receiver attached to said fixator; 

removing said receiver from said fixator; 
attaching a transmitter to said fixator; 
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determining the position of said second surgical instalment relative to said 
transmitter attached to said fixator; and 

determining the position of said first surgical instrument relative to said 
second surgical instrument. 

40. The method of claim 39 wherein the step of determining the position of 

said first surgical instrument relative to said receiver attached to said fixator 

- «• . 

comprises the steps of: 

providing a second fixator with a transmitter; 

determining the position of said receiver on said first surgical instrument 
relative to said transmitter on said second fixator; 

determining the position of said receiver on said fixator relative to said 
transmitter on said second fixator; and 

determining the position of said receiver on said first surgical instrument 
relative to said receiver on said fixator. 

41. A method of determining the position of an image of a first area of 
interest relative to a second area of interest comprising the steps of: 

connecting a first fixator carrying a first localizing device to a first point 
proximate said first area of interest; 

connecting a second fixator carrying a second localizing device to a second 
point proximate said second area of interest; 

providing an imaging device configured to acquire an image of an area of 
interest and carrying a third localizing device; 

determining a first position of said third localizing device relative to said 
second localizing device; 

determining a first position of said first localizing device relative to said 
second localizing device; 

acquiring an image of said first area of interest with said imaging device; 
determining a second position of said third localizing device relative to said 
second localizing device; 

determining a second position of said first localizing device relative to said 
second localizing device; 
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calculating the difference between said first and second positions of said first 
localizing device relative to said second localizing device and the difference between 
said first and second positions of said third localizing device relative to said second 
localizing device; 

calculating the position of said third localizing device relative to said first 
localizing device if said difference is less than a predetermined threshold; and 

indicating an error if said difference is greater than said predetermined 
threshold. 



BNSOOCID: <WO 2004046754A2 L> 



25 



WO 2004/046754 



PCT/US2003/036255 




WO 200-1/046754 



PCT/US2003/0J6255 




BNSDOCID: <WO. 



SUBSTITUTE SHEET (RULE 26) 

2004046 7 54A 2, I > 



WO 2004/046754 



PCT/US2003/03A255 



3/5 




BNSDOCID: <WO 2004046754A2.L> 



SUBSTITUTE SHEET (RULE 26) 



WO 21104/046754 



PCT/US200J/0J6255 



4/5 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCI& <WO__.. . 2004O46754A2J._> 



WO 2004/IM6754 



PCT71JS2U03/W36255 



5/5 




SUBSTITUTE SHEET (RULE 26) 

BNSDOCID: <WO 2004O4875«A2J,.> 



( 12) INTERNATIONAL APPLICATION PUBLISIIKI) UNDLR THK PATKNT COOPERATION TRKATV (PCD 



(19) World Inlcllccliiul Properly 
Organization 
International Bureau 




(43) Inlmialional Publication Dale ( 10) International Publication Number 

3 June 2004 (03.06.2004) PC T W() 2004/046754 A3 



151) Inlcriiiilional Patent Chissilicalitm 7 : 



oois 5/02 



(21) Inlet national Application Number: 

PO7US2003/03h'255 

(22) International Kilini* Dale: 

13 November 2003 (1 3.1 1 .2003 ) 



(25) Piling Lan^ua^c: 

(26) Publication Lan^iia^c: 



linglisli 
Lnglish 



(30) Priority Dala: 

60/4 26,3 M I -I November 2002 (N.I 1.2002) US 

(71) Applicant {J'or all designated Suites r.xrcft US): (IKN- 
KRAL KLKCTRIC MKDICAL SYSTKMS CLONAL 
TKCHNOLOOY COMPANY, LLC |US/US|; 3000 
North Grandvicw Boulevard. Waukesha. Wl 53188 (MS). 

(72) In ven (or; and 

(75) Inventor/Applicant (for I. 'S only): KIKNZLK, Thomas, 
C, III [US/USI: 995 Timber Lane. Lake Purest, IL fi(XM*i 
(US). 



(74) A^enl: HAYDKN, Scot I: International Patent 0|vralions. 
General lilectric ( lompany. 3135 liasiim Turnpike. W3C. 
[•'airfield. (T 0(»S2X (US). 

(SI) Designated Stales (national): AH, AO. AL. AM. AT, AU. 
A/.. HA. BB.BG. BR. BY. BZ. ( A. CM, ON. CO. Cr! CU 
(./. Oli. OK. DM. |)X. lie. m . t ; S . n, ciB, CSIJ Uli 
(ill. CiM. I IK. Nil. II). ||.. IN. IS, IP. K\i, KG. Kl>. KR. 
KX. I.C. I.K. LR. I S. I T, LI I. I.V. MA. Ml). M(i. MK. 
MN. MW. MX. MX. Nl, NO. NX. DM. PG. |>||. PL. PT. 
RO. RU, SC. SI). Sit. SO. SK. SI.. SY. TJ. TM. TN. TIC 

it. tz. ua. no us, uz. vc. vn. yij, za, xm, zw. 

(84) Designated Stales trruiotuil): ARIPO pulenl (BW. (ill. 
GM. KIL LS. MW, MX. SIX SL. SX. TZ, U(i. ZM. ZW). 
liurasiaii patent (AM. AZ. BY. KO KZ, MIX RU.TJ.TM). 
liuropean paicnl (AT, Bli, BO. CI I, CY. CZ, Dli. I)K. lili. 
LS. IT PR. CiB. (JR. 111). II:. IT. HI. MC, NL. PI. RO. SI:. 
SI. SK. TR). OAPl patent (BP, BJ. CI- CG. CI, CM. (iA. 
GN, OQ, (IW. ML. MR. Nl:. SN. I'D, T(i). 

Published: 

with international search report 

(88) Date of publication of l he international search report: 

2 December 2004 

{l.'onlitmcj on next (nt^ej 



j== (54) Title: INTHRCH ANGliABLl: LOCALIZING DKVICKS LOR USIi Willi TRACKING SYSTHMS 




CO 
< 

IT) 

© 

^j. (57) Abstract: A syslem for (racking lhc position of an instrument relative to an area of interest includes a first fixator configured 
O »« carry first and second localizing devices. A second fixator is configured to carry the first localizing device. A third localizing 
O device communicates with the first localizing device and the second localizing device communicates with the first localizing device 

such that the position ol the second localizing device can be determined relative to the position of the third localizing device The 
O SCCWnd ,ocali/ - in 8 t,cvicc is a « a cnablc to the instrument and the first localizing device is attachable to the first fixator such that the 

first localizing device communicates with the second localizing device on the instrument in order that the position of the second 
^ localizing device on the instrument can be determined relative to the third localizing device. 



BNSDOCID: <VVO 2004046754A3 J. > 



WO 2004/046754 A3 IIIMI III Ml ,11' 11,1 II III! ,11 IIIHUH'li II 



hot two-letter codes itnd other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning i>j each regular issue of the /'( 7" Gazette. 



BNSDOC1D: <WO 2004046754A3J_> 



INTERNATIONAL SEARCH REPORT 



A. CLASSIFICATION OF SUBJECT MATTER 

IPC 7 G01S5/02 



atlonal Application No 

/US 03/36255 



According to international Patent Classification (IPC) or to bolh national classical Ion and IPC 



B. FIELDS SEARCHED 



Minimum documonlalion soarchod (classification syslom followed by classillcallon symbols) 

IPC 7 G01S A61B 



Documonlalion searched other than minimum dociimeriialton lo ihe oxlenl thai such documents nrn include! in Ihe fields searched 



Electronic data base consuliad duiintj Ihe mlemalional search (name of dala base and. where practical, search loims usod) 

EPO-Internal , WPI Data, PAJ 



C. DOCUMENTS CONSIDERED TO BE RELEVANT 



Calegory " Cilalion of documenl, with indicelion. where appropriole. ot Ihe relevant passages 



US 2002/032380 Al (BEJERANO YANIV ET AL) 
14 March 2002 (2002-03-14) 



figures 3,4 

paragraph '0028! - paragraph '0033! 
paragraph '0041! 



WO 01/01845 A ( PALTI ELI Y0AV ; SELLA 00V 
(IL); ULTRAGUIDE LTD (IL); SEGALESCU 
VICTOR) 11 January 2001 (2001-01-11) 
figure 14 

page 25, line 12 - page 26, line 16 
page 23, lines 1-10 
page 24 

-/- 



Relevant to claim No. 



1-6 

18,19 
10-17 

7,8 



37-40 



| X| Fur the' documents are listed In the continuation ol box C. 


|jf"| Patent family members are listed In annex. 


• Special categories ol died document : 

•A' documenl defining the general slate ol the art which is not 
considered lo be of particular relevance 

•E" ear Her documenl bul published on or after the Internationa) 
tiling date 

"L* documenl which may throw double on priority daimfs) or 
which Is cited to eslaMsh the pubflcalton dale or another 
citation or other special reason (as specified) 

•O" documenl referring to an oral disclosure, use. exhibition or 
other means 

■P* documenl published prior to the Iniernallonal filing dale bul 
later lhan the priority dale claimed 


T later document published after the International filing dale 
or priorty date and not In conllid wilh the appllcallon but 
died to understand the principle or theory underlying Ihe 
invention 

■X' document of particular relevance; Ihe claimed invention 
cannol be considered novel or cannot be considered to 
Involve an inventive slep when Ihe document Is laken afone 

•V documenl of particular relevance; Ihe claimed invention 
cannot be considered to involve an inventive slep when the 
document Is combined with one or more other such docu- 
fn meart"^ comb,na,,on beln 9 obvtous to a person skilled 
document member of the same patent family 


Dale of the actual complelton of the International search 

13 July 2004 


Dale of mailing of the international search report 

04 08. 2004 


Name and mailing address of the ISA 

European Pelent Office, P.O. 5816 Palentlaon 2 
NL-2280HVRijswijk 
Tel. (+31 -70) 340-2040, Tx. 31 651 epo nl, 
Fax {+31-70)340-3016 


Authorized officer 

Kern, 0 



Form PCT/ISA/210 (second sheol) (January 2O04) 



page 1 of 3 



BNSDOCID: <WO _2O04046754A3. 1. > 



INTERNATIONAL SEARCH REPORT 



— ,! onnl Application No 

PSVuS 03/36255 



C.(ConMnuotlon) DOCUMENTS CONSIDERED TO BE RELEVANT 



:atOfjniv « CHalion ol documenl, wllh indication, where appropriate, ol (he relevanl passayes 



Y 
Y 

X 
Y 
A 



Y 
X 



WO 01/30257 A (WINCHESTER DEV ASSOCIATES 

HUNTER MARK U (US); KESSMAN PAUL (US); 

MCC) 3 May 2001 (2001-05-03) 

page 9, lines 7-10 

page 3, line 8 - page 4, line 10 



US 6 161 032 A (ACKER DAVID E) 
12 December 2000 (2000-12-12) 
column 6, lines 53-56; figure 1 
column 9, line 57 - column 10, line 6 

US 6 332 089 Bl (FENSTER MAIER ET AL) 
18 December 2001 (2001-12-18) 

figures 5,12,13 

column 11, lines 25-31 

column 16, lines 22-30 - lines 46-65 



US 2002/085681 Al (JENSEN VERNON THOMAS) 
4 July 2002 (2002-07-04) 
figure 1 

paragraphs '0036! - '0040!, '0043! 



US 2003/184285 Al (BEAUREGARD GERALD L 

AL) 2 October 2003 (2003-10-02) 
figure 6 



ET 



US 6 636 757 Bl ( SIMON DAVID 
21 October 2003 (2003-10-21) 
figures 2,14 



ET AL) 



WO 01/54579 A (SUPER DIMENSION LTD ; 
GILB0A PINHAS (IL); FRIEDMAN MARK M (IL)) 
2 August 2001 (2001-08-02) 
abstract 

page 2, line 20 - page 3, line 8 
figures la, lb 



US 6 050 724 A (SCHMITZ GEORG ET AL) 
18 April 2000 (2000-04-18) 



US 2002/150215 Al (BARNES GARY T ET AL) 
17 October 2002 (2002-10-17) 
paragraphs ' 00371 - '0039! 
figures 3,7,8 

WO 99/27837 A (NAGAR RON ; PALTIELI YOAV 
(IL); HAREVEN MICHAEL (IL); ULTRAGUIDE LTD 
() 10 June 1999 (1999-06-10) 
page 4 



-A 



RnlRvanl lo claim No. 



7,30 

37-40 
8,9 

41 

9,31,32 
20 

10 

10 
10 

10-17 



21,22, 
24,25, 
27-29 
30-32 

41 



41 



Form PCT7ISA/210 (continuation ol second sheet) (January 2004) 



page 2 of 3 



BNSDOCID <WO. 



„20O4046754A3_l_> 



INTERNATIONAL SEARCH REPORT 



rtional Application No 

/US 03/36255 



C.(Contlnuotlon) DOCUMENTS CONSIDERED TO BE RELEVANT 



Category 



Cilaiion ol document, wilh indication, where appropriate, ol Ihe relevanl passages 



WO 02/061371 A (Z KAT INC) 
8 August 2002 (2002-08-08) 
page 3, lines 1-23 
figure 5 



US 2002/095081 Al (VILSMEIER STEFAN) 
18 July 2002 (2002-07-18) 
abstract; figures 2-4 



Relevanl lo claim No. 



33-36 



33-36 



Form PCT/1SA/210 {contlmialton ol second sheet) (January 2004) 
<WO 2004046754A3„I,> 



page 3 of 3 



INTERNATIONAL SEARCH REPORT 



ternaiional application No. 
PCT/US 03/36255 



Box I Observations where certain claims were found unsearchable (Continuation of item 1 of first sheet) 

This International Search Report has not been established in respect of certain claims under Article 17(2)(a) for the following reasons: 
1. Q Claims Nos.: 

because they relate to subject matter not required lobe searched by this Authority, namely: 



2, , | . | Claims Nos.: 

because they relate to parts of the International Application that do not comply with the prescribed requirements to such 
an extent that no meaningful International Search can be carried out, specifically: 



3. |~| Claims Nos.: 

because they are dependent claims and are not drafted in accordance with the second and third sentences of Rule 6.4(a). 



Box II Observations where unity of invention is lacking (Continuation of item 2 of first sheet) 



This international Searching Authority found multiple inventions in this international application, as follows: 



see additional sheet 



1 ' m As a!l rec l ulred additional search fees were timely paid by the applicant, this International Search Report covers all 
L -*-' searchable claims. 



As all searchable claims could be searched without effort justifying an additional fee, this Authority did not invite payment 
of any additional fee. K ' 



3. | I As only some ol the required additional search fees were timely paid by the applicant, this International Search Report 
1 — » covers only those claims for which fees were paid, specifically claims Nos.: 



4> D No rec iufred additional search fees were timely paid by the applicant Consequently, this International Search ReDOrt Is 
restricted to the Invention first mentioned In the claims; it Is covered by claims Nos.: 



Remark on Protest 



[ [ The additional search fees were accompanied by the applicant's protest. 
[Y] No Potest accompanied the payment of additional search fees. 



Form PCT/ISA/210 (continuation of first sheet (1)) (July 1998) 

BNSDOCID: <WO_ 20O4O46754A3.J_> 



page 1 of 2 



International Application No. PCTV US 03 /36255 



FURTHER INFORMATION CONTINUED FROM PCT/ISA/ 210 

This International Searching Authority found multiple (groups of) 
inventions in this international application, as follows: 

1. claims: 1-9, 18-20 

fixator in a surgical instrument tracking system 

2. claims: 10-17 

tracking the position of a surgical instrument relative to 
an image of a patient body 

3. claims: 21-32,37-41 

expanding the operating range of a tracking system 

4. claims: 33-36 

dual fixator 



page 2 of 2 

BNSDOCtO <WO 20040467S4A3J_.> 



INTERNATIONAL SEARCH REPORT 

Information on patent family members 



stlonnl Application No 

/US 03/36255 



Paten l document 




Publication 




Patent family 


Publication 


cited in search report 




date 




member(s) 


date 




Al 


14-03-2002 


A 1 1 

All 


1616897 A 


02-09-1997 






A 1 1 

AU 


/llooo B2 


21-10-1999 






AU 


1731597 A 


02-09-1997 






A 1 1 

AU 


/U9U81 B2 


19-08-1999 






A 1 1 

AU 


1958997 A 


02-09-1997 






A 1 1 

AU 


720441 B2 


01-06-2000 






A 1 1 

AU 


2131497 A 


02-09-1997 






A 1 1 

AU 


721158 B2 


22-06-2000 






A 1 1 

AU 


2275597 A 


02-09-1997 






AU 


714071 B2 


16-12-1999 






A 1 1 

AU 


4218397 A 


14-04-1998 






CA 


O O H ""7 O r\ O At 

2237992 Al 


26-03-1998 






CA 


2246284 Al 


21-08-1997 






CA 


2246287 Al 


21-08-1997 






CA 


2246288 Al 


21-08-1997 






r> a 

CA 


2246341 Al 


21-08-1997 






DE 


69719030 01 


20-03-2003 






DE 


69719030 T2 


23-10-2003 






DE 


69726576 01 


15-01-2004 






EP 


0883375 A2 


16-12-1998 






EP 


0910299 Al 


28-04-1999 






EP 


0910278 Al 


28-04-1999 






EP 


0910300 Al 


28-04-1999 






EP 


0926997 Al 


07-07-1999 






ES 


2195118 T3 


01-12-2003 






WO 


9729682 Al 


21-08-1997 






WO 


9729679 A2 


21-08-1997 






WO 


9811840 Al 


26-03-1998 






T 1 

IL 


124332 A 


10-11-2002 








125754 A 


01-12-2002 






T 1 

IL 


1 0 r "T f" T a 

125757 A 


17-09-2003 






T 1 

IL 


125758 A 


06-07-2003 






IL 


125781 A 


24-06-2003 






1 D 
JP 


2000501018 T 


02-02-2000 






Jr 


2002514947 T 


21-05-2002 






1 D 
JP 


2001500749 T 


23-01-2001 






JP 


2000505325 T 


OQ-05-2000 






JP 


2000506409 T 


30-05-2000 






i IC 

US 


c 1 nor\/r 0 m 

6198963 Bl 


06-03-2001 






I.IA 

WU 


9729709 Al 


21-08-1997 






WO 


9729710 Al 


21-08-1997 






WO 


9729684 Al 


21-08-1997 


• 




us 


6253770 81 


03-07-2001 






ItC 


6203493 Bl 


20-03-2001 






lie 

Ux> 




10 1A on A 1 

18-12-2001 






AU 


720597 B2 








AU 


1731497 A 


02-09-1997 






CA 


2246340 Al 


21-08-1997 






EP 


0932362 A2 


04-08-1999 


WO 0101845 


A 


11-01-2001 


AU 


5561400 A 


22-01-2001 






EP 


1259160 A2 


27-11-2002 






WO 


0101845 A2 


11-01-2001 


WO 0130257 


A 


03-05-2001 


US 


6499488 Bl 


31-12-2002 






AU 


1353301 A 


08-05-2001 






DE 


10085137 TO 


07-11-2002 






EP 


1257223 Al 


20-11-2002 



Form PCT/I3V2 10 {patent lamiiy annex) (January 2004) 



page 1 of 3 



BNSDOCID <WO. 2004046754A3J..> 



Inlor 


matlon on potent family members 


tionnt Application No 

'US 03/36255 


Patent document 
cited in search report 


Publication 
date 


Patent family 
members) 


Publication 
date 



WO 0130257 



WO 
US 



0130257 Al 
2003066538 Al 



03-05-2001 
10-04-2003 



US 6161032 


A 


12-12-2000 AU 


3197699 A 


18-10-1999 






CA 


2325540 Al 


07-10-1999 






EP 


1067863 Al 


17-01-2001 






JP 


2002509749 T 


02-04-2002 






WO 


9949783 Al 


07-10-1999 



US 6332089 Bl 18-12-2001 AU 1616697 A 02-09-1997 

AU 1616797 A 02-09-1997 

•AU 1616897 A 02-09-1997 

AU 709081 B2 19-08-1999 

AU 1958997 A 02-09-1997 

CA 2246287 Al 21-08-1997 

DE 69726576 Dl 15-01-2004 

EP 0910300 Al 28-04-1999 

WO 9729699 Al 21-08-1997 

WO 9729700 Al 21-08-1997 

WO 9729682 Al 21-08-1997 

IL 125757 A 17-09-2003 

JP 2001500749 T 23-01-2001 

WO 9729709 Al 21-08-1997 

AU 711668 B2 21-10-1999 

AU 1731597 A 02-09-1997 

AU 720441 B2 01-06-2000 

AU 2131497 A 02-09-1997 

AU 721158 B2 22-06-2000 

AU 2275597 A 02-09-1997 

AU 714071 B2 16-12-1999 

AU 4218397 A 14-04-1998 

CA 2237992 Al 26-03-1998 

CA 2246284 Al 21-08-1997 

CA 2246288 Al 21-08-1997 

CA 2246341 Al 21-08-1997 

DE 69719030 Dl 20-03-2003 

DE 69719030 T2 23-10-2003 

EP 0883375 A2 16-12-1998 

EP 0910299 Al 28-04-1999 

EP 0910278 Al 28-04-1999 

EP 0926997 Al 07-07-1999 

ES 2195118 T3 01-12-2003 

WO 9729679 A2 21-08-1997 

WO 9811840 Al 26-03-1998 

IL 124332 A 10-11-2002 

IL 125754 A 01-12-2002 

IL 125758 A 06-07-2003 

IL 125781 A 24-06-2003 

JP 2000501018 T 02-02-2000 

JP 2002514947 T 21-05-2002 

JP 2000505325 T 09-05-2000 



JP 2000506409 T 30-05-2000 

US 6198963 Bl 06-03-2001 

WO 9729710 Al 21-08-1997 

WO 9729684 Al 21-08-1997 

US 6253770 Bl 03-07-2001 

US 6203493 Bl 20-03-2001 

US 2002032380 Al 14-03-2002 



Fom> PCT/ISA/210 (patent lamity annex) (Janue/y 2004) 



8NSDOCIO. <WO 2O040467$4A3_.l_> 



page 2 of 3 



INTERNATIONAL SEARCH REPORT 

Information on patent family members 



Ic.woational Application No 

m/US 03/36255 



Patent document 
cited in search report 


Publication 
date 


Patent family 
member(s) 


Publication 
date 


US 2002085681 Al 


04-07-2002 


CN 


1406117 


T 


26-03-2003 






EP 


1347707 


Al 


01-10-2003 






WO 


02056770 


Al 


25-07-2002 



US 2003184285 


Al 


02- 


10- 


-2003 


US 


2004107070 


Al 


03-06-2004 


US 6636757 


Bl 


21- 


■10- 


-2003 


EP 


1392151 


A2 


03-03-2004 












WO 


02098273 


A2 


12-12-2002 












US 


2004116803 


Al 


17-06-2004 


WO 0354579 


A 


02- 


•08- 


-2001 


AU 


2472101 


A 


07-08-2001 












EP 


1246564 


Al 


09-10-2002 












WO 


0154579 


Al 


02-08-2001 












US 


2002193686 


Al 


19-12-2002 


US 6050724 


A 


18- 


04- 


-2000 


DE 


19703556 


Al 


06-08-1998 












EP 


0857461 


A2 


12-08-1998 












JP 


10272127 


A 


13-10-1998 


US 2002150215 


Al 


17- 


10- 


-2002 


NONE 









W0 9927837 A 10-06-1999 AU 1257599 A 16-06-1999 

EP 1034461 A2 13-09-2000 

WO 9927837 A2 10-06-1999 

JP 2001524339 T 04-12-2001 

US 2003163142 Al 28-08-2003 



WO 02061371 A 08-08-2002 EP 1364183 Al 26-11-2003 

WO 02061371 Al 08-08-2002 
US 2003209096 Al 13-11-2003 



US 2002095081 Al 18-07-2002 DE 19639615 Al 09-04-1998 

US 6351659 Bl 26-02-2002 

DE 29623941 Ul 09-11-2000 

DE 29522329 Ul 28-02-2002 

US 5769861 A 23-06-1998 



Form PCT/1SV210 (patent family annex) (January 2004) 
BNSOOCID:<WO 20O4O48754A3_.l_> ^ Of 3 



This Page is Inserted by IFW Indexing and Scanning 
Operations and is not part of the Official Record 

BEST AVAILABLE IMAGES 

Defective images within this document are accurate representations of the original 
documents submitted by the applicant. 

Defects in the images include but are not limited to the items checked: 

^P^BLACK BORDERS 

□ IMAGE CUT OFF AT TOP, BOTTOM OR SIDES 

□ FADED TEXT OR DRAWING 

□f BLURRED OR ILLEGIBLE TEXT OR DRAWING 

□ SKEWED/SLANTED IMAGES 

□ COLOR OR BLACK AND WHITE PHOTOGRAPHS 

□ GRAY SCALE DOCUMENTS 

□ LINES OR MARKS ON ORIGINAL DOCUMENT 

□ REFERENCE(S) OR EXHIBIT(S) SUBMITTED ARE POOR QUALITY 

□ OTHER: 

IMAGES ARE BEST AVAILABLE COPY. 
As rescanning these documents will not correct the image 
problems checked, please do not report these problems to 
the IFW Image Problem Mailbox. 



THIS PAGE BLANK (uspto) 



